
SBF/SBP Mechanical Seals In Boiler Feed Pumps at 300 MW 

Az-Zour North Gas-Fired Combined Cycle Power Plant 

No power plant can be operated without a reliable and a competent mechanical seal. The number of sealing 

locations to be controlled is correspondingly large. Hence there are substantial number of rotating equipments 

that need to be sealed: such as pumps, agitators, coal mills and compressors.

Fossil-fueled power plants are defined as coal, gas or oil-fueled power plants that are equipped with a flue gas 

desulfurization plant. The mechanical seals installed in them run continuously and reliability and low 

susceptibility to failure are the crucial criteria in all of these applications.

The mechanical seals must be rugged enough to withstand high pressures, temperatures and sliding velocities. 

The mechanical seals also have to deal with different media, such as river, sea or ultra-pure water in feed pumps 

and cooling circuits. Mechanical seals in flue gas desulfurization must be designed to be resistant against abrasive 

and corrosive lime milk suspensions and slurries.

Sealmatic’s SBF/SBP mechanical seals are installed in main feed and suspension pumps. 
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Az-Zour North Gas-Fired Combined Cycle Power Plant 

No power plant can be operated without a reliable and a competent 

mechanical seal. The number of sealing locations to be controlled is 

correspondingly large. Hence there are substantial number of rotating 

equipments that need to be sealed: such as pumps, agitators, coal mills 

and compressors.

Fossil-fueled power plants are defined as coal, gas or oil-fueled power 

plants that are equipped with a flue gas desulfurization plant. The 

mechanical seals installed in them run continuously and reliability and 

low susceptibility to failure are the crucial criteria in all of these 

applications.

The mechanical seals must be rugged enough to withstand high 

pressures, temperatures and sliding velocities. The mechanical seals also 

have to deal with different media, such as river, sea or ultra-pure water in 

feed pumps and cooling circuits. Mechanical seals in flue gas 

desulfurization must be designed to be resistant against abrasive and 

corrosive lime milk suspensions and slurries.

 

Sealmatic’s SBF/SBP mechanical seals are installed in main feed and 

suspension pumps. 

Mechanical Seals For Potentially Explosive 

Atmospheres (ATEX)

A potentially explosive atmosphere exists when a 

mixture of air gases, vapours, mists, or dusts combine 

in a way that can ignite under certain operating 

conditions. Equipment and protective systems 

intended for use in potentially explosive atmospheres 

(ATEX) cover a range of products, including those used 

on fixed offshore platforms, petrochemical plants, 

mines, amongst others.

We are pleased to announce that we have been 

certified to the marking on the mechanical seals: CE II 3 

G/D c T6

We are proud to mention that we are the only 

mechanical seal company in India which has the 

distinction of having the ATEX Certification.

Registered ATEX companies demonstrate to their customers that they consistently produce reliable products and 

manufacturing-related processes that meet customer's requirements in offshore platforms, petrochemical plants, 

mines, amongst others.
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