
Acids
Aqueous solutions
Caustics
Chemicals
Crystallizing fluids
Food and beverage
Hydrocarbons

Lubricating liquid
Marine
Solvents
Water and waste 
water

Permissible Axial Movement: 

d  up to 25 mm: 1

Sizes

Pressure

Temperature

d  = Upto 100 mm (Upto 
4.000’’)

p  = 25 bar (363 PSI)

t = –50 °C ...+220 °C
     (–58°F ...+428 °F)

d 28 up to 63 mm: 1 

d from 65 mm: 1 

*Cannot be combined with seal face
  made of S

d  > 100 mm (4.000”)1

Torque transmission by
4 set screws with cone

Drive key 
(U700S2 / U740S2)

EN12756

Seal face
Special cast CrMo steel (S), 
Silicon carbide (Q1, Q2), 
Aluminium oxide (V)

Seat G9

Seat G9

Carbon graphite antimony
impregnated(A), Carbon 
graphite resin impregnated 
(B), Silicon carbide (Q1*, Q2*)

Silicon carbide (Q1*, Q2*)

Seat G13
Carbon graphite antimony 
impregnated (A), Carbon 
graphite resin impregnated (B)

Secondary
Seal

EPDM (E), NBR (P), FKM (V), 
FFKM (K)

Springs CrNiMo steel (G

Metal parts CrNiMo steel (G), Duplex (G1)

± 1.5 mm

± 1.0 mm

± 2.0 mm
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The specifications, drawings, images etc included in this catalogue are intended to be generic and must be interpreted as equivalent or functionally equivalent, more specifically the performance 
capabilities mentioned in this catalogue is based on optimum values, however the performance of the product is dependent on size, material of construction, media, pressure, temperature, sliding 
velocity etc and it shall vary from size to size or application to application. Customers are requested to consult with Sealmatic before employing the product from this catalogue for any application.

U743

Dimensions, Items & descriptions as per 
U740, but with PTFE wedge & PTFE 
sealing ring as secondary sealing

U741

Dimensions, Items & descriptions as per 
U740, but with oring & positive seat locking.
(For Vertical Pumps). 
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